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                    EPA Fuel Fills

                        Overview

						
                		The new requirements have caused changes in most current fuel fills. The fill used in the system must be sealed when closed to assure that vapors do not escape into the atmosphere. As a result of this, the EPA requires the cap must provide a means of indicating that it has been properly closed. This can be an audible clicking type noise or some sort of visual indication. Most fill manufacturers have designed new fills and caps or altered existing ones to meet these requirements.

						

						
						
						

				
				
				
                		
						

						Fuel Fills with Sealed Caps

				

				

				
				
                		
						

						Sealed Cap with Vacuum Pressure Relief Valve

				

				

				

				
						Builders building to new requirements will be looking for sealed caps. When refueling is completed the cap is replaced and fumes are then forced through a carbon canister to atmosphere. Or, in a pressure relief system pressure builds up to above 1 psi before venting through a pressure relief valve to atmosphere. Depending on the refueling strategy, there will be either a vented fill or a non-vented fill, but in all cases the cap will be a sealed under normal operating conditions.

				

				

				

				

						
							

						
				
				
					Attached Tether

				

				
					Perko's Bulk Packed EPA style fills come with tethers attached to the fill body, but not to the cap. This eliminates the need to unscrew the tether before pressure testing a boat.

						Fills are packed with caps installed. Tethers are fixed in the fill bodies but not attached to the cap.
	Install the fill as indicated in the installation instructions.
	Once the pressure test is done, pull the tether and attachment ring out from the fill body and snap onto the cap by hand (see Diagram 1). The ring snaps over the ridge as indicated in Diagram 2.
	Once attached, the ring allows the cap to turn freely without binding or twisting the tether. See Diagram 3.


				

				
                        
							Replacement Cap and Tether Downloadable Instructions

							Fig. 0780 Replacement EPA Sealed Cap with Vacuum Pressure Relief and Tether Installation Instructions

						
				

				

				
					
					

					Diagram 1


				

				
					
					

					Diagram 2


				

				
					
					

					Diagram 3


				

						
							

						

				
					
						All fills below include a Vacuum Pressure Relief Valve

					

				

				
				 All fuel fills on this page meet the new CARB and EPA requirements of U.S.C.G Safety Standards (July 31, 2011) for 40 CFR Parts 9, 60, 80 et a. Control of Diurnal Emissions from Non-road Spark-Ignition Engines and Equipment.

				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Pressure Relief Fuel Fill with New Flip Top Cap Design - Angled Neck

                                        Figure No. 1408
                                        	Black or White Polymer Body
	New Stylish flip-top cap design
	35° Angled Neck
	EPA Compliant Flip Top Cap with Vacuum Pressure Relief
	Integral Tank Vent with Flame Arrestor
	No Deck Plate Key or Ground Wire Required
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	Screw Size: 8


                                    

									
											Color		
												OEM Bulk Pkg.                     
										
	Black	1408G00BLK
	White	1408G00WHT


									

                                
	
                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Pressure Relief Fuel Fill with New Flip Top Cap Design - Straight Neck

                                        Figure No. 1409
                                        	Black or White Polymer Body
	New Stylish flip-top cap design
	Straight Neck
	EPA Compliant Flip Top Cap with Vacuum Pressure Relief
	Integral Tank Vent with Flame Arrestor
	No Deck Plate Key or Ground Wire Required
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	Screw Size: 8


                                    

									
											Color		
												OEM Bulk Pkg.                     
										
	Black	1409G00BLK
	White	1409G00WHT


									

                                
	
                            


				
				
               
                        	
                                
									
                                    
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fill with Pressure Relief for 1-½" Hose - Angled Neck

                                        Figure No. 0660
                                        	Chrome Plated Bronze Cap
	Integral Tank Vent with Flame Arrestor and Anti Surge Valve
	Black Polymer Body
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card                 
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0660G00CHR	0660DPGCHR	4.5/16.8


									

                                

                            
	
                                
                                    
									
                                        
									

                                    

                                    
                                        Sealed Ratcheting Cap Fills for 1-½" Hose - Angled Neck

                                        Figure No. 0662
                                        	Black or White Ratcheting Polymer Cap
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Cap
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0662G00BLK	0662DPGBLK	Black	3.0/10.3
	0662G00WHT	0662DPGWHT	Chrome	3.0/10.3


									

                                

                            


				

				
                        	
                                
                                    
									
                                        
									

                                    

                                    
                                        Sealed Ratcheting Cap Fill with Pressure Relief for 1-½" Hose - Straight Neck

                                        Figure No. 0661
                                        	Chrome Plated Bronze Cap
	Integral Tank Vent with Flame Arrestor and Anti Surge Valve
	Black Polymer Body
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0661G00CHR	0661DPGCHR	4.5/16.1


									

                                
	
                            
	
                                
                                    
									
                                        
									

                                    

                                    
                                        Sealed Ratcheting Cap Fills for 1-½" Hose - Straight Neck

                                        Figure No. 0663
                                        	Black or White Ratcheting Polymer Cap
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Cap
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0663G00BLK	0663DPGBLK	Black	3.0/10.3
	0663G00WHT	0663DPGWHT	Chrome	#8	3.0/10.3


									

                                

                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fills with Pressure Relief and Color Coded Metallic Insert - Angled

                                        Figure No. 0780
                                        	Chrome Plated Bronze Cap or Stainless Steel Scalloped Cap with Color Coded Metallic Insert
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Cap
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0780G00CHR	0780DPGCHR	Chrome	4.5/16.9
	0780G00STS	0780DPGSTS	Stainless	4.3/16.2


									

                                
	
                            
	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fills with Pressure Relief and Resin Insert - Angled Neck

                                        Figure No. 0782
                                        	Chrome Plated Bronze Cap or Stainless Steel Scalloped Cap with Color Coded Metallic Insert
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Cap
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0782G00CHR	0782DPGCHR	Chrome	4.5/18.0
	0782G00STS	0782DPGSTS	Stainless	4.3/17.0


									

                                

                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fills with Pressure Relief and Color Coded Metallic Insert - Straight

                                        Figure No. 0781
                                        	Chrome Plated Bronze Cap or Stainless Steel Scalloped Cap with Color Coded Metallic Insert
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Cap
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0781G00CHR	0781DPGCHR	Chrome	4.5/17.4
	0781G00STS	0781DPGSTS	Stainless	4.3/16.6


									

                                
	
                            
	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fills with Pressure Relief and Resin Insert - Straight Neck

                                        Figure No. 0783
                                         	Chrome Plated Bronze Cap or Stainless Steel Scalloped Cap with Color Coded Metallic Insert
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card
												Cap
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0783G00CHR	0783DPGCHR	Chrome	4.5/18.0
	0783G00STS	0783DPGSTS	Stainless	4.3/17.0


									

                                

                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fills with Pressure Relief for 1-½" Hose - Angled Neck

                                        Figure No. 0790
                                        	Chrome Plated Bronze Cap
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card                 
												Ship Wt. Lbs. DP/OEM Bulk                     
										
	0790G00CHR	0790DPGCHR	4.5/18.5


									

                                
	
                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Ratcheting Cap Fills with Pressure Relief for 1-½" Hose - Straight Neck

                                        Figure No. 0791
                                        	Chrome Plated Bronze Cap
	EPA Compliant Sealed Cap with Pressure Relief Valve
	Black Polymer Body
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16
	O.D. Flange (Inches): 3-3/8
	Mounting Hole Diameter (Inches): 2-1/8
	Screw Size: 8


                                    

									
											OEM Bulk Pkg. 25 Pcs.
												Dealer Pkg. - 5 Cards 1 Pc. per Card                  
												Ship Wt. Lbs. DP/OEM Bulk
										
	0791G00CHR	0791DPGCHR	4.5/18.9


									

                                
	
                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Cap Fills for 1-1/2" Hose with VOPR - 35° Angled Neck

                                        Figure No. 1428
                                        	Black or White Polymer Body
	35° Angled Neck
	EPA Compliant Flip Top Cap with Pressure Relief Valve
	Integral Tank Vent with Flame Arrestor
	No Deck Plate Key or Ground Wire Required
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16


                                    

									
											Color		
												OEM Bulk Pkg.   
												Screw Size
												Ship Weight                     
										
	Black	1428G00BLK	8	9.9
	White	1428G00WHT	8	9.9


									

                                
	
                            


				

				
                        	
                                
                                    
									
                                        
                                    

									

                                    
                                        Sealed Cap Fills for 1-1/2" Hose with VOPR - 35° Straight Neck

                                        Figure No. 1429
                                        	Black or White Polymer Body
	Straight Neck
	EPA Compliant Flip Top Cap with Pressure Relief Valve
	Integral Tank Vent with Flame Arrestor
	No Deck Plate Key or Ground Wire Required
	Hose Size (Inches): 1-1/2
	Vent Hose Size (Inches): 5/8
	Length of Neck (Inches): 2-7/16


                                    

									
											Color		
												OEM Bulk Pkg.   
												Screw Size
												Ship Weight                     
										
	Black	1429G00BLK	8	7.6
	White	1429G00WHT	8	7.6


									

                                
	
                            


				

				
	
                

            

       	

   	

	

	
	
    
    
    
    	
        	
            	
                	Now ISO 9001:2015 Certified

                    
                

            	
                	Perko Emissions Catalog
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                    16490 NW 13th Avenue
Miami, Florida 33169-5707
Phone: 305.621.7525Fax: 305.620.9978
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