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                    EPA Regulations

                        Overview

							Control of emissions from spark-ignition propulsion marine engines
	Control of evaporative emissions from new and in-use nonreader and stationary equipment


                        Implementation Timing

							1045.112
									(d) Diurnal emissions - Installed fuel tanks must meet the diurnal emission requirements specified in 40 CFR 1060.105. Fuel tanks for personal watercraft must meet diurnal emission standards starting in the 2010 model year. Other installed fuel tanks must meet diurnal emission standards for vessels produced on or after July 31, 2011, except as allowed by §1045.625.


							
	1045.625
									(d) Allowances - You may choose one of the following options to produce exempted vessels under this section:
											Percent-of-production allowances. You may produce up to 50 percent of your vessels from July 31, 2011 through July 31, 2012 that are exempt from the diurnal emission standards. Calculate this percentage based on your total U.S.-directed production volume.
	Small-volume allowances. Small-volume vessel manufacturers may produce up to 1200 vessels from July 31, 2011 through July 31, 2013 that are exempt from the diurnal emission standards.
	You must apply for this through the EPA - see the link below.
													http://iaspub.epa.gov/otaqpub/display_file.jsp?docid=22590&flag=1


											


									


							


					Warranty

							§1060.120 Warranty
									(b) Warranty period. Your emission-related warranty must be valid for at least two years from the point of first retail sale.


							


				

				
						Diurnal Requirements

							1060.105
									Diurnal emissions from marine SI fuel tanks may not exceed 0.40 g/gal/day when measured using the test procedures specified in §1060.525 for general fuel temperatures. An alternative standard of 0.16 g/gal/day applies for fuel tanks installed in non trailerable boats when measured using the corresponding fuel temperature profile in §1060.525


							
	1060.101
									(iii) If the emission controls rely on carbon canisters, they must be installed in a way that prevents exposing the carbon to water or liquid fuel.


							


                        Instructions

							§1060.125 What maintenance instructions must I give to buyers?
									Give ultimate purchasers written instructions for properly maintaining and using the emission control system. You may not specify any maintenance more frequently than once per year. For example, if you produce cold-weather equipment that requires replacement of fuel cap gaskets or O-rings, provide clear instructions to the ultimate purchaser, including the required replacement interval.


							
	§1060.130 What installation instructions must I give to equipment manufacturers?
									(a) If you sell a certified fuel-system component for someone else to install in equipment, give the installer instructions for installing it consistent with the requirements of this part.
	(b) Make sure the instructions have the following information:
											Include the heading: "Emission-related Installation Instructions".
	State: "Failing to follow these instructions when installing [IDENTIFY COMPONENT(S)] in a piece of non road equipment violates federal law (40 CFR 1068.105(b)), subject to fines or other penalties as described in the Clean Air Act."
	Describe any limits on the range of applications needed to ensure that the component operates consistently with your application for certification.


									


							


				

				

				
					EPA Labeling

							1060.137 Labeling
									(b) Label your certified fuel-system components at the time of manufacture. The label must be placed without being destroyed or defaced. This may involve printing directly onto the product.
											Attached so it is not removable. For molded products, you may use the mold to apply the label.
	Durable and readable for the equipment’s entire life.
	Written in English.


									



									
	(c) Except as specified in paragraph (d) of this section, you must create the label specified in paragraph (b) of this section as follows:
											Include your corporate name. You may identify another company instead of yours if you comply with the provisions of §1054.640.
	Include EPA’s standardized designation for the emission family.
	State: “EPA COMPLIANT”.
												(d) You may create an abbreviated label for your components. Such a label may rely on codes to identify the component. The code must, at a minimum, identify the certification status, your corporate name, and the emission family. For example, XYZ Manufacturing may label its fuel lines as "EPA-XYZ-A15" to designate that their "A15" family was certified to meet EPA’s 15 g/m2/day standard. If you do this, you must describe the abbreviated label in your application for certification and identify all the associated information specified in paragraph (c) of this section.


											


									


							
						
					Certification

							§1042.107 Evaporative emission standards
									(a) There are no evaporative emission standards for diesel-fueled engines, or engines using other non-volatile or non liquid fuels (for example, natural gas).
	(b) If an engine uses a volatile liquid fuel, such as methanol, the engine’s fuel system and the vessel in which the engine is installed must meet the evaporative emission requirements of 40 CFR part 1045 that apply with respect to spark-ignition engines. Manufacturers subject to evaporative emission standards must meet the requirements of 40 CFR 1045.112 as described in 40 CFR part 1060 and do all the following things in the application for certification:
											Describe how evaporative emissions are controlled.
	Present test data to show that fuel systems and vessels meet the evaporative emission standards we specify in this section if you do not use design-based certification under 40 CFR 1060.240


									


							
	§1060.240 How do I demonstrate that my emission family complies with evaporative emission standards?
									There are 2 methods of showing compliance
											Provide test data
	Design based compliance. Use of materials and designs as specified by the EPA to meet the regulatory limits.


									


							
	§1060.525 How do I test fuel systems for diurnal emissions if I do not use a design based certification?
									SHED testing


							
	For detailed information, see actual regulation wording at:
									http://www.epa.gov/otaq/marinesi.htm
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